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Yellow Birch (sap) Betula alleghaniensis
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Yellow Birch (sap) Betula alleghaniensis

Sapwood is creamy white to light yellow. 

Smooth.

Furniture, flooring, mouldings, millwork, cabinetry, dowels, turnings.  

Colour

Texture

Common
applications

Hard
Maple

Soft
Maple

Yellow
Birch

White
Birch

Red
Oak

White
Oak

White
Ash

Beech Bass-
wood

Aspen Cherry Walnut

FAS - Select No. 1 Common No. 2 Common

Width (random) 4” (100 mm) and up 3” (76.2 mm) and up 3” (76.2 mm) and up  

Length (random) 6’ (1.83 m) and up 4’ (1.22 m) and up 4’ (1.22 m) and up   

Thickness 4/4” (25.4 mm); 5/4” (31.75 mm); 6/4” (38.1 mm); 
8/4” (50.8 mm); 10/4” (63.5 mm); 12/4” (76.2 mm)

Colour pictures show: 8’ (2.44 m).

979, avenue de Bourgogne
Bureau 540
Québec (Québec)
Canada  G1W 2L4

☎ (418) 650-6385
e (418) 650-9011

info@quebecwoodexport.com
www.quebecwoodexport.com P
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STANDARD DIMENSIONS AVAILABLE
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EXCELLENT: ★★★★    VERY GOOD: ★★★   GOOD: ★★    FAIR: ★


